






Dimensional 
chart for 

hot-rolled 
square bar

3.187 0.047 / 0.00 44.47 80.9
3.312 0.047 / 0.00 48.53 84.1
3.375 0.047 / 0.00 50.66 85.7
3.500 0.047 / 0.00 52.89 88.9
3.625 0.063 / 0.00 57.40 92.1
3.959 0.063 / 0.00 65.11 100.6
4.000 0.063 / 0.00 66.76 101.6
4.146 0.063 / 0.00 72.76 105.3
4.173 0.063 / 0.00 73.90 106.0
4.250 0.063 / 0.00 77.19 108.0
4.500 0.063 / 0.00 88.25 114.3
4.750 0.078 / 0.00 93.73 120.7
5.000 0.078 / 0.00 106.05 127.0
5.188 0.078 / 0.00 115.72 131.8
5.250 0.078 / 0.00 118.99 133.4
5.500 0.078 / 0.00 128.62 139.7
5.750 0.125 / 0.00 131.00 146.1
6.000 0.125 / 0.00 145.84 152.4
6.125 0.125 / 0.00 153.51 155.6
6.250 0.125 / 0.00 161.32 158.8
6.375 0.125 / 0.00 169.30 161.9

Diameter (in) Tol +/- (in) Kg/Mt Diameter (mm)

6.500 0.125 / 0.00 177.44 165.1
6.562 0.156 / 0.00 181.53 166.7
6.625 0.156 / 0.00 185.72 168.3
6.750 0.156 / 0.00 194.18 171.5
7.000 0.156 / 0.00 211.54 177.8
7.250 0.156 / 0.00 223.23 184.2
7.500 0.156 / 0.00 238.11 190.5
7.610 0.156 / 0.00 252.99 193.3
7.750 0.156 / 0.00 260.43 196.9
8.000 0.156 / 0.00 297.64 203.2
8.500 0.188 / 0.00 312.52 215.9
8.750 0.188 / 0.00 372.04 222.3
9.000 0.188 / 0.00 401.81 228.6
9.500 0.188 / 0.00 446.45 241.3
10.000 0.250 / 0.00 491.10 254.0
10.500 0.250 / 0.00 550.63 266.7
11.000 0.250 / 0.00 595.27 279.4
11.125 0.250 / 0.00 610.15 282.6
12.000 0.250 / 0.00 714.33 304.8
12.500 0.250 / 0.00 790.52 317.5

Diameter (in) Tol +/- (in) Kg/Mt Diameter (mm)

Kg/mt on 7.250” and above are simulated due to a non-standard ratio, per ASTM A29
Tolerances for hot-rolled bars


